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ABSTRAK

Air kurasan yang memasuki sumber air tanpa dirawat mampu untuk menghadirkan 
kepekatan logam berat yang tinggi dan keadaan ini boleh membahayakan kesihatan 
manusia dan hidupan lainnya. Kaj ian ini memberi cadangan untuk merawat air 
kurasan sebelum memasuki sumber sumber air seperti sungai. Kaj ian ini bertujuan 
untuk menganalisa kecekapan alat penyulingan solar jenis takungan tunggal yang 
berskala kecil di dalam cuaca dan persekitaran KUSTEM dengan mengambilkira 
faktor suhu, keamatan cahaya, kelembapan udara dan halaju angin. Peralatan 
penyulingan ini dibina menggunakan bahan-bahan yang mampu untuk menambah 
kecekapan operasi alat dan kedudukan alat penyulingan adalah selari dengan arah 
cahaya matahari terbit bagi memaksimakan penerimaan cahaya matahari. Data-data 
mengenai faktor yang mempengaruhi kecekapan penyulingan diperolehi 
menggunakan LI-COR Radiation. Setiap logam berat diuji menggunakan ICP-AES. 
Parameter air kurasan dan hasil penyulingan akan dibandingkan bagi menentukan 
kecekapan alat dalam penyingkiran logam berat. Logam berat yang diuji adalah Nikel 
(Ni), Kuprum (Cu) dan Kromium (Cr). Daripada kajian yang dijalankan, didapati 
kadar isipadu yang dihasilkan adalah berada dalam lingkungan 1 -  3 L/m2/hari. 
Kualiti daripada penghasilan adalah hampir kepada kualiti air suling dan penyingkiran 
logam berat adalah bergantung kepada jenis logam berat itu sendiri di mana Cu 
sebanyak lebih 40% penyingkiran, sementara Cr dan Ni adalah lebih 85%. Aplikasi 
penyulingan menggunakan tenaga solar boleh dibangunkan berdasarkan kepada 
kejayaan menyingkirkan logam berat dalam air kurasan.



ABSTRACT

The leachate that entered the water source without any treatment may cause highly 
concentrate of heavy metals and this condition can give the harmful to human health 
and others life. The objective of this study is to analysis efficiency of small-scale 
single type solar still in KUSTEM’s climate and the factor that affect the efficiency 
such as ambient temperature, solar radiation, humidity and wind velocity. This solar 
still are built from material that can affect the efficiency of the operation and the 
location of solar still is horizontal with sunlight. This condition is to make sure that 
solar intensity received in maximum value. The factors that impact the efficiency of 
the operation of solar distillation are measured using LI-COR Radiation. All of heavy 
metals are detected using ICP-AES. The parameter of leachate and the yield of solar 
still are analyzed and compared to define the efficiency of solar still in removal 
heavy metal. The heavy metals are tested likely Nickel (Ni), Cuprum (Cu) and 
Chromium (Cr). The result of the study showed that the solar still productivity was 
within the normal range single- basin solar still productivities, the range is from 1 -  3 
L/m2/day. The efficiency of removal heavy metals are depended on the type of heavy 
metal. The percentage removal of Cu is more than 40%, while for Cr and Ni, more 
than 85% and in conclusion, this application can be develop to remove heavy metals 
in leachate.


