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ABSTRAK 

Kajian ini bertujuan untuk mengkaji proses biodegradasi, kestabilan terma dan 
oksidatif bagi minyak kelapa sawit (minyak masak) dan campurannya dengan 

minyak mineral (Shell Tellus 46). Ini dilakukan dengan mengkaji perubahan berat 
pada masa pemanasan yang berbeza dan pada nisbah campuran yang berbeza. 
Minyak kelapa sawit, Shell Tellus 46 dan campuran kedua-duanya (20%, 40% dan 
60% minyak sawit dicampurkan dengan minyak mineral) disediakan mengikut berat. 
Semua sampel minyak yang disediakan akan dimasukkan ke dalam oven selama 600 
jam pada suhu 95°C. Kemudian sampel min yak pada 0, 100, 200, 300, 400, 500 dan 
600 jam akan diambil untuk dibuat analisis dengan menggunakan alat 
termogravirnetri (TGA) dan ujian keasidan (TAN). Selain itu, untuk ujian 
biodegradasi bendalir hidraulik ke atas rumput, sampel minyak pada 600 jam akan 
diambil untuk disembur kepada rumput yang telah dipetakkan seluas 1 meter x 1 
meter persegi. Keputusan yang telah diperolehi bagi kajian ini ialah kestabilan terma 
dan oksidatif bagi minyak kelapa sawit dan campurannya adalah lebih baik daripada 
minyak mineral sahaja manakala biodegradasi bagi minyak kelapa sawit dan 
campurannya adalah lebih baik daripada minyak mineral. 
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ABSTRACT 

The aim of the present work is to study the biodegradation, thermal and oxidative 
stability of palm oil ( cooking oil) and their blends with mineral oil (Shell Tellus 46). 

This has been done by studied the changed of weight at the different of heating time 
and the different of their blends ratio. Palm oil, Shell Tellus 46 and their blends 

(20%, 40% and 60% of palm oil blended with mineral oil) were prepared by weight. 
All the oil samples that prepared was kept into the oven for 600 hours at 95°C. Then, 
the oil samples at 0, 100, 200, 300, 400, 500 and 600 hours was taken for analysis 
using termogravimetric analyzer (TGA) and acid value test (TAN). In addition, for 
biodegradation of hydraulic fluid on the grass test, oil sample at 600 hours was 
sprayed on grasses which are measured 1 m x 1 m square. The results of this study is 
thermal and oxidative stability of palm oil and their blends is better compared to 
mineral oil while for the biodegradation test, palm oil and their blends is also better 
compared to mineral oil. 
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