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ABSTRAK

Kehadiran ion mangan (Mn24) di dalam air bawah tanah memberi masalah kepada manusia 
selciranya tidalc dirawat dengan bailc. Air bawah tanah yang tercemar dengan lebihan ion 
mangan akan menyebabkan nilai estetika air berubah. Rawatan secara konvensional tidalc 
berkesan dengan bailc menyingkirkan lebihan logam ini. Oleh itu proses penjerapan zeolit 
merupakan satu kaedah alternatif dijangka mampu menyingkirkan lebihan logam ini dengan 
berkesan. Proses penjerapan merupakan salah satu teknik yang mampu menyingkirkan 
kehadiran Mn2' daripada air bawah tanah. Kajian ini dijalankan adalah bagi menguji 
keberkesanan zeolit dalam menyingkirkan Mn2+, dan menentukan mekanisma 
penjerapannya. Proses penjerapan ini dilakukan melalui dua kaedah iaitu pertama melaui 
ujian berkelompok dan kedua, ujian turns berterusan. Melalui ujian berkelompok, proses 
penjerapan zeolit ke atas larutan sintetik mangan dapat ditentukan. Isoterma Langmuir dan 
isoterma Freundlich digunakan untuk menentukan mekanisma penjerapan yang berlaku. 
Atomic Adsorption Spectrometer (AAS) digunakan untuk menganalisis sampel-sampel yang 
diperolehi. Daripada ujikaji mendapati isoterma Langmuir hampir sama dengan isoterma 
Freundlich kerana kedua-duanya hampir menyamai data sebenar. Hasil ujikaji yang 
dijalankan juga menunjukkan bahawa zeolit mampu menjerap Mn2+ dengan lebih bailc dan 
berkesan. Hasil ujian turns berterusan menunjukkan bahawa pertambahan kadar alir akan 
mengurangkan keberkesanan penyingkiran ion logam mangan oleh zeolit.



ABSTRACT

The existence of mangan ions (Mn2+) in groundwater become problem to human if not well 
treated. Groundwater with excessive content of mangan ions will change its esthetical value. 
The conventional treatment methods could not remove efficiently the excessive mangan. 
Therefore zeolite adsorption process is an alternative method could remove this metal more 
effectively. Adsorption process is one of the techniques that could be used to remove Mn~r 
from the groundwater. This study is focused about testing the efficiency of zeolite in 
removing Mn2 ' and to determine the adsorption mechanisms. This adsorption process is done 
using two methods which the first one is the batch test and the second one is the column 
continuous test. From the batch test, the zeolite adsorption process on mangan synthetic 
solution could be determined. Langmuir and Freudlich Isotherms are applied to determine 
the adsorption mechanisms that occurred. The Atomic Adsorption Spectrometer (AAS) is 
used to analyze the samples that have been obtained. From the experiment, it is proven that 
Langmuir isotherm is same with the Freundlich isotherm because both of the result is very 
similar with the real data. On top of that, the experiment also shows that zeolite manage to 
adsorb Mn2+ better and more effectively. Finally the continuous column test shows that with 
the increase of the flow rate, the efficiency of the mangan metal ion removal using zeolite 
will decrease.


