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ABSTRAK 

Kajian ini bertujuan untuk menentukan jaluran berkutub TOPSAR (L-HH, L-VV dan 

C-VV) yang mana paling sesuai digunakan untuk memetakan hakisan pantai. Penapis

Lee dan gabungan kontras linear, Gaussian, serta keseimbangan histogram digunakan 

untuk menguatkan kualiti imej. Garisan pantai pada setiap imej digariskan pada 

lapisan vektor. Ujian-t dilakukan untuk menentukan kewujudan perbezaan di antara 

jalur-C dan jalur-L. Pembandingan dengan imej SPOT dan data lapangan dijalankan 

untuk menentukan jaluran TOPSAR yang paling sesuai digunakan dalam kajian 

perubahan hakisan pantai. Ujian regreasi telah menunjukkan bahawa jalur-C yang 

paling sesuai digunakan untuk pemetaan perubahan garisan pantai. Uj ian-t 

menunjukkan bahawa jalur-L adalah berbeza dengan jalur-C. Kajian ini mendapati 

bahawa hakisan pantai berlaku di kawasan Batu Rakit dengan kadar - 1.1 m/tahun 

dan sedimentasi maksimum berlaku di kawasan pantai berdekatan KUSTEM dengan 

kadar 2.5 rn/tahun. 

X 



ABSTRACT 

This study aims to determine the suitable polarized TOPSAR band for mapping 

shoreline change, using the L-HH, L-VV and C-VV band. Lee algorithm and 

combination of linear contrast, Gaussian and histogram equalization enhancement was 

used to determine the shoreline edge morphology. The manual vector layer digitizing 

was applied to extract the shoreline for the different bands. The statistical analysis, 

t-test was used to find the significant difference between the different bands.

Comparison with SPOT and ground truth data was conducted to determine the best 

algorithms for TOPSAR shoreline change mapping. The regression model shows that 

C-band VV polarization is more suitable for shoreline change detection compared to

others band. The t-test shows that there is a significant difference between L- band 

and C-band. The study showed that erosion occurred at Batu Rakit area at a rate of 

-1.1 m/year. The maximum accretion occurred at KUSTEM beach by 2.5 m/year.
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