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Abstrak 

Kajian mengenai pengurangan kadar bahan bemitrogen (ammonia dan nitrit) dari 

temakan ikan Tilapia dalam sistem akuaponik yang menggunakan penapis biologi dan 

mekanikal telah dijalankan di Pusat Penetasan Air Masin, Kolej Universiti Sains Dan 

Teknologi Malaysia selama 60 hari. Ikan Tilapia (Oreochromis niloticus) ditemak di dalam 

tangki dengan kaedah sistem air pusingan pada 3 imbangan pelepasan berbeza sebagai 

rawatan (3 kg.tan· 1
, 6 kg.tan· 1 ·dan 10 kg.tan- 1

). Kesemua rawatan ini diberi makan pada 

kadar 5 % daripada jumlah berat badan setiap hari. Penanaman salad (Lactuca sativa var.

longifolia) sebagai penapsi biologi ditanam di atas media batu kelikir. Hasil metabolisma 

ikan dan sisa makanan digunakan sebagai nutrien untuk pertumbuhan sayur salad. Bacaan 

ammonia dan nitrit dicatatkan sepanjang kajian. Purata bacaan ammonia yang diperolehi 

adalah antara 0.1 mg.L· 1 hingga 9.9 mg.L- 1 manakala bacaan purata nitrit yang diperolehi 

adalah antara 1.1 mg.L· 1 hingga 4.8 mg.L· 1
• Peratus penyerapan keseluruhan bagi ammonia 

adalah 32.34 % bagi rawatan 1, 50.96 % rawatan 2 dan 67.3 % bagi rawatan 3. Peratus 

keseluruhan nitrit adalah 60.79 % bagi rawatan 1, 69.74 % rawatan 2 dan 43.57 % untuk 

rawatan 3. 
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Abstract 

A study of reduction rate of nitrogenous waste (ammonia and nitrite) of 

Tilapia (Oreochromis niloticus) in aquaponic system using biological and mechanical filter 

was evaluated at Marine Hatchery, University College Of Science And Technology 

Malaysia for 60 days. Tilapia ( Oreochromis niloticus) used in this system were reared at 3 

different weight (3 kg.tonne·
1 

of water, 6 kg.tonne·
1 

of water and 10 kg.tonne· 1 of water) of 

fish. Feeding was administed at 5 % per day of total fish weight. Salad (Lactuca sativa var. 

longifolia) was planting on the bead medium as a biological filter. Fish metabolite and 

uneaten feed that accumulated in bead filter used as a nutrient for vegetable growth. Mean 

of ammonia concentration is 0.1 mg.L· 1 to 9.9 mg.L· 1 while inean of nitrite concentration is 

between 1. 1 mg.L· 1 to 4.8 mg.L· 1
• Total absorbance percent of ammonia are 32.34 % for 

treatment 1, 50.96 % for treatment 2 and 67.3 % for treatment 3. Total absorbance percent 

of nitrite are 60.79 % for treatment 1, 69.74 % for treatment 2 and 43.57 % for treatment 3. 
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