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ABSTRACT 

An echo-sounder was run along a shipping route of Kuala Terengganu river estuary in 

16th February, 2007 to study the bathymetric image and its characteristics. The echo

sounder image indicates the depth over a 1 OOm width, along the surveyed route varies 

from 2m to Sm. Data were collected starting along a predetermined transects with the 

respective depths to be recorded in a laptop. Results from analysis using Surfer 8 

software programs indicate the deepest part and the shallowest part of the estuary. Hydro

acoustic method was an effective way to map and monitor important physical and 

geological parameters such as bathymetry and bottom characteristics. The image data that 

have been produced indicates that some areas have been dredged perhaps to deepen the 

channel prior to the Monsoon Cup competition-an international event. Frequent survey 

should be carried out in the area to ensure the channel has sufficient depth for safe 

navigation or international event such as monsoon cup competition. 
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Kajian Profil Kedalaman dan Dasar Muara Sungai Kuala Terengganu 

Menggunakan Penduga Gema 

ABSTRAK 

Satu penduga gema telah dijalankan sepanjang laluan perkapalan di muara sungai Kuala 

Terengganu pada 16 Februari, 2007 untuk mengkaji profil kedalaman dan ciri-ciri 

dasamya. Imej penduga gema menunjukkan kedalaman lebih 1 OOm keluasan, sepanjang 

laluan kajian, berbeza-beza daripada 2m kepada 5m. Data dikumpul di sepanjang 

kedudukan transet yang telah ditetapkan dengan kedalaman masing-masing yang akan 

direkodkan ke dalam sebuah komputer riba. Keputusan dari analisis menggunakan 

perisian Surfer 8 menunjukkan bahagian paling dalam dan bahagian paling cetek muara 

sungai tersebut. Kaedah Hidro-akustik merupakan satu cara yang berkesan untuk 

membuat pemetaan dan mengawasi parameter fizikal dan geologi yang penting seperti 

batimetri dan ciri-ciri dasar. Data imej yang telah dihasilkan menunjukkan bahawa 

beberapa kawasan tersebut mungkin telah dikorek bagi mendalamkan muara sungai 

tesebut sebelum pertandingan piala monsun yang merupakan satu acara antarabangsa 

yang dijalankan di muara sungai tersebut. Kajian patut kerap diadakan dalam kawasan 

muara sungai tersebut bagi menjamin muara sungai Kuala Terengganu mempunya1 

kedalaman yang mencukupi bagi pelayaran yang selamat atau bagi acara-acara 

antarabangsa seperti pertandingan piala monsun. 
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